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非金属衬里材料在烟气脱硫装置上的应用

许兰飞1,2, 崔新安1,2, 刘希武1,2, 李晓炜1,2

(1. 中石化炼化工程集团洛阳技术研发中心, 河南 洛阳 471003;
2. 中国石油化工集团石油化工设备防腐蚀研究中心, 河南 洛阳 471003)

摘摇 要: 催化裂化再生装置中产生的烟气是炼油企业污染物的主要来源。 根据国家环保标准的要求,炼
厂必须采用烟气脱硫装置(FGD)来控制二氧化硫的排放。 烟气脱硫装置所处腐蚀环境极为恶劣,若不采

取有效的防护措施,将影响整个系统的安全稳定运行。 烟气脱硫装置如果整体采用耐蚀合金材料,价格

昂贵。 介绍了适用于烟气脱硫装置的几种非金属衬里及其性能和应用区域,包括橡胶衬里、玻璃鳞片树

脂衬里、耐蚀胶泥、耐蚀砖板衬里、整体玻璃钢等常用非金属衬里,以及聚脲、纳米复合涂料等新型高性能

防腐蚀涂料等。 橡胶衬里的耐化学腐蚀性和抗介质渗透性较好,但耐温性差,一般用于机械负荷大而内

部环境温度较低的区域,如吸收塔内部、浆液系统和烟道。 玻璃鳞片树脂衬里的综合性能较好,被广泛应

用于烟道、吸收塔等烟气脱硫装置的各个区域。 玻璃钢衬里多用于脱硫系统中的输送管道和吸收塔内喷

淋管道等部位。 胶泥和耐蚀砖板衬里是应用较早的防腐蚀技术,其抗冲击性能差。 聚脲和纳米复合涂料

是重防腐蚀涂料,是 FGD 装置腐蚀防护的新技术,虽然在炼厂脱硫装置中有一些应用,但其使用效果还

有待证明。
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Application of Non鄄metallic Linings in Flue Gas Desulfurization Plant
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ABSTRACT: Flue gas generated by the catalytic cracking regenerator is the main pollution source from oil refining enterprises.
According to national environmental protection standards, flue gas desulfurization (FGD) plant must be used to control emissions of
sulfur dioxide. FGD plant is in an extremely corrosive environment. Without effective protection measures, it will affect the safe
and stable operation of the whole system. Because the corrosion鄄resistant alloy material for overall use in FGD is expensive, the
nonmetallic material for linings is an important alternative. The article introduced several nonmetal linings in FGD device and their
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